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AIR WING SADDLEBAG LID TRIM KIT

GENERAL
Kit Number
53945-04

Models
This kit fits all 1993 and later Touring models with hard
saddlebags.

This kit will not fit with:

• Saddlebag Lid Spoiler Kits 58606-xxxx

• Saddlebag Lid Bra Kit 57805-03

• Saddlebag Lid Rail Kits 53640-96 (Touring), 53643-96
(Nostalgic), 53670-93 (Classic), 53681-96 (Road King), or
53682-96 (V-Logo)

Kit Contents
Table 1. Kit Contents

Part NumberDescription (Quantity)
Not Sold SeparatelyAir Wing saddlebag trim (left) (1)
Not Sold SeparatelyAir Wing saddlebag trim (right) (1)

There are no Service Parts available with this kit.
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Figure 1. Air Wing Saddlebag Trim
NOTE

Ambient application temperature should be between 70-100
degrees Fahrenheit (21-38 degrees Centigrade).

INSTALLATION
NOTE

The Air Wing saddlebag lid trims are side-specific. Refer to the
words "left" or "right" stamped on the adhesive liner, and DO
NOT remove the liner until ready to apply the trim to the
saddlebag lid.

1. Select the correct-side saddlebag trim.Without removing
the liner, place the trim into position at the rear of the
saddlebag lid.

2. Center the trim on the saddlebag lid, left to right, and hold
the trim sides parallel to the sides of the lid top surface.
Measure the distance from the left and right edges, and
position the trim about the same distance from the rear
edge of the saddlebag lid top surface.
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Air Wing trim (right)1.
Rear of saddlebag lid (top view)2.
Masking tape3.

Figure 2. Air Wing Trim Installation (Right Side Shown)

3. See Figure 2. Carefully mark the side and rear location of
the trim on the saddlebag lid with masking tape. Remove
the trim piece and set it aside.

4. Repeat Steps 1 through 3 for the opposite saddlebag.

5. For maximum bond strength of the adhesive, the saddlebag
lid surface in the mounting area must be clean and dry. To
ensure surface cleanliness, clean the mounting area of
both saddlebag lids with a mixture of 50% isopropyl alcohol
and 50% distilled water. Allow to dry thoroughly!

NOTE
To prevent re-contamination of the surfaces, apply the lid
trims soon after the lids have been cleaned and have
thoroughly dried.

6. Peel the liner from the adhesive backing of the correct trim
piece, and position the trim over the mounting area without
allowing the adhesive to touch the lid surface.

7. Line up the rear and sides of the trim with the masking
tape. Carefully lower the trim onto the saddlebag lid, and
press firmly into place. Hold the trim in place, pressing all
parts of the trim against the lid for about five seconds. Take
care not to shift the trim on the mounting surface.

8. After releasing pressure, avoid direct contact with the trim
for about 20 minutes.

9. Repeat Steps 6 through 8 for the opposite saddlebag.
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NOTE
Allow AT LEAST 24 hours after applying the trim before
exposing the areas to vigorous washing, strong water spray or
extreme weather.
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