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FLTI Compartment Liners
J008832013-11-01
GENERAL
Kit Number
58932-98

Models
For model fitment information, see the P&A retail catalog or the Parts and Accessories section of www.harley-davidson.com (English only).

Kit Contents
Table 1. Kit Contents

	Quantity
	Description

	1
	Right hand liner

	1
	Left hand liner

	2
	Pieces hook/pile fastening tape





INSTALLATION
	Carefully cut each piece of fastening tape into the following lengths: (1) 6 in. (152.4 mm) piece, (2) 5 in. (127 mm) pieces, (1) 2 in. (50.8 mm) piece, (1) 1 in. (25.4 mm) piece.

	Peel backing off pieces of tape and place tape in locations shown in Figure 1. The 6 in. (152.4 mm) piece of tape goes on the inboard side of the compartment.

	See Figure 2. Place liner in compartment making sure the trim at the top of the liner is securely attached to the tape. The right and left liners are cut to fit into their respective compartments. The liners can be removed and washed with soap and water as needed.
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	1	5 in. (127 mm)
	2	2 in. (50.8 mm)
	3	1 in. (25.4 mm)
	4	6 in. (152.4 mm)


Figure 1. Applying Tape (right side shown)
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Figure 2. Installing Liner in Compartment




