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GENERAL
Kit Number
53378-03A (Chrome) and 53387-03A (Black)

Models
For model fitment information, please see the P&A Retail Catalog or the Parts and Accessories section of www.harley-davidson.com (English only).

Additional Parts Required
2000 through 2002 models without a Softail Wide Tire Kit installed will also need Rigid Sideplate Hardware Kit (53388-03). This kit is available separately. Refer to the instructions included with this kit for installation.
Loctite® 262 Threadlocker (94759-99) is available from a Harley-Davidson dealer.

Kit Contents
See Figure 3 and Table 1.
NOTE
These kits are designed to be used only with genuine Harley-Davidson sissy bar uprights and luggage racks.

[image: ]WARNING
Button head screws from wide tire kit must be installed with button heads on inside of fender. Fastener contact with tire can lead to premature tire failure, which could result in death or serious injury. (00417b)

NOTE
When performing this installation, be careful not to scratch nearby painted or chrome surfaces.



INSTALLATION
2000-2002 Models
Without Wide Tire Kit: See Figure 1. These models use the hardware included in kit 53388-03. See this kit for instructions on installation.
With Wide Tire Kit: See Figure 2. These models will use the hardware included the wide tire kit to position the fasteners to come from the inside of the fender out.

2003-2005 Models
	1. 	See Figure 3. Remove and discard four screws (2) and washers (3) that secure sideplate and fender support on each side of motorcycle.	
	2. 	Attach sissy bar (not part of this kit) to both sideplates (1) using four TORX® screws (4) from kit. Do not tighten screws.	[image: ]
View interactive image



	1	Sideplate, right and left (Reference Only)
	2	Fender support (2) (Reference Only)
	3	Stock hardware (4) (Reference Only)


Figure 1. Models Without Wide Tire Kit (2000-2002)
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Figure 2. Models With Wide Tire Kit (2000-2002)

	3. 	With sissy bar attached to sideplates, position sideplates on outside of fender supports.	
	4. 	Loosely install front two TORX screws (2) and washers (3) from kit through holes in sideplate, fender support, and fender. Thread into stock nut plates on underside of fender.	
	5. 	Raise sissy bar to access four TORX screws (4) that attach sideplates.	
	6. 	Remove four TORX screws (4). Apply Loctite 262 Threadlocker to threads of screws and reinstall them into sideplate holes. Tighten to 8-10 ft-lbs (11-14 Nm).	
	7. 	Lower sissy bar to normal position.	
	8. 	Install rear two TORX screws (2) and washers (3) from kit. Thread into stock nut plates on underside of fender. Tighten TORX screws to 21-27 ft-lbs (28.5-36.6 Nm).	


2006-Later Models
	See Figure 3. Remove and discard four screws (2) and washers (3) that secure sideplate and fender support on each side of motorcycle. Remove reflector from fender support and save for reuse.

	Attach sissy bar (not part of kit) to both sideplates (1) using four TORX screws (4) from kit. Do not tighten screws.

	With sissy bar attached to sideplates, position sideplates on outside of fender supports.

	Loosely install front two TORX screws (2) and washers (3) from kit through holes in sideplate, fender support, and fender. Thread into stock nut plates on underside of fender.

	Raise sissy bar to access four TORX screws (4) that attach sideplates.

	Remove the four TORX screws (4). Apply Loctite 262 Threadlocker to threads of screws and reinstall them into sideplate holes. Tighten to 8-10 ft-lbs (11-14 Nm).

	Lower sissy bar to normal position.

	Install rear two TORX screws (2) and washers (3) from kit. Thread into stock nut plates on underside of fender. Tighten TORX screws to 21-27 ft-lbs (28.5-36.6 Nm).

	Clean off adhesive from back of reflectors. Apply foam tape (5) to reflectors and apply to center of sideplates.




SERVICE PARTS
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Figure 3. Service Parts: Rigid Mount Sideplate Kit (2003 and Later)
Table 1. Service Parts: Rigid Mount Sideplate Kit (2003 and Later)

	Kit
	Item
	Description (Quantity)
	Part Number

	Kit 53378-03A
(Chrome)
	1
	Sideplate, right (chrome)
	Not Sold Separately

	
	Sideplate, left (chrome)
	Not Sold Separately

	2
	Screw, button head TORX (chrome), 3/8-16 x 1 in. (4)
	4273

	3
	Flat washer (chrome) (4)
	94067-90T

	4
	Screw, button head TORX, 1/4-20 x 5/8 in. (4)
	94592-98

	5
	Foam tape (2006 models only, not shown) (2)
	53791-06

	Kit 53387-03A
(Black)
	1
	Sideplate, right (black)
	Not Sold Separately

	
	Sideplate, left (black)
	Not Sold Separately

	2
	Screw, button head TORX (chrome), 3/8-16 x 1 in. (4)
	4273

	3
	Flat washer (chrome) (4)
	94067-90T

	4
	Screw, button head TORX, 1/4-20 x 5/8 in. (4)
	94592-98

	5
	Foam tape (2006 models only, not shown) (2)
	53791-06

	Items mentioned in text, but not included in kit:

	
	A
	Stock nut plate (2)

	
	B
	Wire retainers (FLSTF only)

	
	C
	Fender support bracket (2)

	Note: For 2006 and later FXST, FXSTB, and FXSTS models, relocate reflector at the center of the sideplates (Item 1).







